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NOTES
1. CONTRACTOR SHALL DISPOSE OF ALL EXCAVATED PIPING
AND APPURTENANCES.

2. ALL MAINS AND SERVICES SHALL BE INSTALLED WITH 5.5'
OF COVER MEASURED FROM PROPOSED ROAD GRADE UNLESS

" | OTHERWISE APPROVED BY A PWD REPRESENTATIVE.

3. THE PORTLAND WATER DISTRICT WILL NOTIFY CUSTOMERS
FOR ALL WORK INVOLVING TEMPORARY SHUT DOWN OF
SERVICE. CUSTOMERS MUST RECEIVE AT LEAST 48 HOURS
NOTIFICATION PRIOR TO ANY SHUT DOWN. THE DISTRICT
MUST RECEIVE NOTICE FROM THE CONTRACTOR OF THE
SHUT DOWN AT LEAST 48 HOURS PRIOR TO CUSTOMER
NOTIFICATION.

4. ALL DUCTILE IRON PIPE AND FITTINGS SHALL BE POLY-

- | WRAPPED PER SPECIFICATIONS.
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5. THE COST OF PROVIDING TEMPORARY WATER SERVICE TO
THE BUILDINGS INDICATED ON THE PLAN SHALL BE AN

| INCIDENTAL COST FOR WHICH SEPARATE PAYMENT WILL NOT

BE MADE. IF PROPERTIES REQUIRING A TEMPORARY WATER
CONNECTION HAVE MALFUNCTIONING SILLCOCKS OR NO
EXTERIOR PLUMBING, IT MAY BE NECESSARY TO EXCAVATE
AND CONNECT INTO THE EXISTING SERVICE LINE BEHIND
THE EXISTING SHUT-OFF VALVE TO PROVIDE TEMPORARY
SERVICE.

6. PROVIDE TEMPORARY MAIN CONNECTION TO HYDRANT
USING LL BRASS OR 304 SS ADAPTER, 304 SS NPT TO HDPE
TRANSITION, AND FLANGED HDPE PIPING TO BRING PIPING
ELEVATION FROM HYDRANT PORT TO GRADE. PROVIDE
PIPING SUPPORTS/BLOCKING AT FITTINGS. HDPE SHALL BE
AWWA C906, SDR 11 WITH IPS FLANGE ADAPTERS AND DI
BACKUP RINGS, DIMENSIONS PER AWWA C207. ALL PIPING
AND FITTINGS SHALL BE NSF 61.

7. PROVIDE FLANGED LL DOUBLE CHECK VALVE BACKFLOW
DEVICE, SAME NOMINAL SIZE AS TEMP MAIN, AT EACH
HYDRANT CONNECTED TO A TEMPORARY MAIN. PROVIDE
FLANGED RESILIENT SEATED GATE VALVES FOR ISOLATION,
AND PROVIDE UPSTREAM AND DOWNSTREAM TAPS. REMOVE
BACKFLOW ONLY UPON OWNER’'S REQUEST AND PROVIDE
FLANGED HDPE REPLACEMENT SPOOL PIECE. HDPE SHALL BE
AWWA C906, SDR 11 WITH IPS FLANGE ADAPTERS AND DI
BACKUP RINGS. FLANGE DIMENSIONS PER AWWA C207. ALL
PIPING AND FITTINGS SHALL BE NSF 61. PROVIDE
DOCUMENTATION OF ANNUAL INSPECTION BY A PERSON
CERTIFIED BY THE NEW ENGLAND WATER WORKS
ASSOCIATION OR AMERICAN BACKFLOW PREVENTION
ASSOCIATION.

8. INSTALL 4” TEMPORARY FIRE DEPT CONNECTION (TYP.), 4"

| GATE VALVE, 90° ELBOW, RISER PIPE, 90° ELBOW, AND 4-14>"

NPT STEAMER PORT CONNECTION WITH CAP. ALL JOINTS TO
BE RESTRAINED. STEAMER PORT, RISER AND TEE TO BE
ANCHORED TO THE GROUND. OUTLET TO BE BETWEEN 1" AND

| 2’ OFF THE GROUND.

9. REMOVE ALL OLD PIPING NOT EXPLICITLY CALLED OUT FOR
ABANDONMENT.

10. TEMPORARY WATER SYSTEM SHALL ONLY BE ACTIVE
BETWEEN APRIL 15TH AND OCTOBER 15TH. ALL WATER MAIN,
EITHER EXISTING OR NEWLY INSTALLED, MUST BE ACTIVE
BETWEEN OCTOBER 16TH AND APRIL 14TH. ALL 4" DIAMETER
& LARGER TEMPORARY WATER LINES MUST BE BURIED WHEN
CROSSING STREES, DRIVEWAYS & SIDEWALKS.

11. CONTRACTOR MUST ALLOW OWNER SUFFICIENT TIME TO
TRANSFER WATER SERVICES FROM EXISTING WATER MAIN TO
TEMPORARY WATER SERVICES INSTALLED BY CONTRACTOR
AND TO TRANSFER SERVICE TO NEW WATER MAIN/SERVICE
LINE UPON SUCCESSFUL TESTING OF SAMPLE FOR ABSENCE
OF BACTERIA. THE CONTRACTOR SHALL NOT CLAIM ANY
DELAY-RELATED COSTS OR TIME RELATED TO THIS WORK.

12. REPLACE ALL SERVICES TO BE RENEWED FROM MAIN TO
STREET LINE WITH 1" COPPER PIPING, UNLESS CALLED OUT
TO BE REPLACED DIFFERENTLY.

13. SIDEWALKS MUST REMAIN OPEN AT ALL TIMES OR
REASONABLE DETOURS PROVIDED.

4 14. LOCATIONS OF UTILITIES OTHER THAN WATER ARE

APPROXIMATE, AND NOT ALL UTILITES ARE SHOWN. THE
CONTRACTOR IS RESPONSIBLE FOR LOCATING, SUPPORTING
AND PROTECTING ALL UTILITIES DURING INSTALLATION OF
THE WATER MAIN.

15.TEMPORARY WATER (INCLUDING SERVICES) SHALL BE
ACTIVE FOR PHASE I AS SHOWN ON THE DRAWINGS BEFORE
EXISTING WATER MAIN IS TAKEN OUT OF SERVICE. NEW
MAIN SHALL BE PRESSURE/LEAK TESTED, DISINFECTED AND
HAVE A SUCCESSFUL TESTING SAMPLE FOR ABSENCE OF
BACTERIA BEFORE PHASE II MAY COMMENCE. LAYOUT OF
TEMPORARY WATER (INCLUDING SERVICES) FOR PHASE II
CAN OCCUR CONCURRENTLY WITH PHASE I WATER MAIN
REPLACEMENT WORK. A SILMILAR SCHEDULE IS REQUIRED
FOR PHASE III.

16. THERE IS A CONCRETE SLAB UNDER THE PAVEMENT ON

| MAIN STREET. THE CONCRETE REMOVED WILL NOT BE
] REPLACED.
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CONNECTION HAVE MALFUNCTIONING SILLCOCKS OR NO
EXTERIOR PLUMBING, IT MAY BE NECESSARY TO EXCAVATE
AND CONNECT INTO THE EXISTING SERVICE LINE BEHIND
THE EXISTING SHUT-OFF VALVE TO PROVIDE TEMPORARY
SERVICE.
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: : : 7. PROVIDE FLANGED LL DOUBLE CHECK VALVE BACKFLOW
d - ! DEVICE, SAME NOMINAL SIZE AS TEMP MAIN, AT EACH
o PR > . . . | HYDRANT CONNECTED TO A TEMPORARY MAIN. PROVIDE

: . - - FLANGED RESILIENT SEATED GATE VALVES FOR ISOLATION,
AND PROVIDE UPSTREAM AND DOWNSTREAM TAPS. REMOVE
BACKFLOW ONLY UPON OWNER’S REQUEST AND PROVIDE
FLANGED HDPE REPLACEMENT SPOOL PIECE. HDPE SHALL BE
AWWA C906, SDR 11 WITH IPS FLANGE ADAPTERS AND DI
BACKUP RINGS. FLANGE DIMENSIONS PER AWWA C207. ALL
PIPING AND FITTINGS SHALL BE NSF 61. PROVIDE
N OVES STREET HIOMES WILLBE CONNECTED 70 _ il DOCUMENTATION OF ANNUAL INSPECTION BY A PERSON
e B = oo i ASSOCIATION OR AMERICAN BACKFLOW PREVENTION

T b ASSOCIATION.

.
i

RS p ; gt
NOYES STREET HOMES WILL BE CONNECTED TO
TEMP WATER. END TEMP MAIN WITH 1" BLOW OFF.

-
b
8 CASTCL 1969
I

<561 115V » ¢t
I

¥

1

- ; ; R ' Lo T —— R | 4 E - 8. INSTALL 4” TEMPORARY FIRE DEPT CONNECTION (TYP.), 4"
A . : A _ b CEERE i GATE VALVE, 90° ELBOW, RISER PIPE, 90° ELBOW, AND 4-1>"

- I = .

BE RESTRAINED. STEAMER PORT, RISER AND TEE TO BE
] ANCHORED TO THE GROUND. OUTLET TO BE BETWEEN 1" AND
i g | 2’ OFF THE GROUND.

: ¥ 3 & . ,i: § NPT STEAMER PORT CONNECTION WITH CAP. ALL JOINTS TO
-‘ g; . ™ < x |

. ] 9. REMOVE ALL OLD PIPING NOT EXPLICITLY CALLED OUT FOR
T8 ' i , - | ABANDONMENT.
e g J . - . . < . ]

e _{ 10. TEMPORARY WATER SYSTEM SHALL ONLY BE ACTIVE
BETWEEN APRIL 15TH AND OCTOBER 15TH. ALL WATER MAIN,
EXISTING AND TEMPORARY MAINS EITHER EXISTING OR NEWLY INSTALLED, MUST BE ACTIVE
1"=40" BETWEEN OCTOBER 16TH AND APRIL 14TH. ALL 4" DIAMETER
& LARGER TEMPORARY WATER LINES MUST BE BURIED WHEN
3 s ' : e =t CROSSING STREES, DRIVEWAYS & SIDEWALKS.

| : 3 W 11. CONTRACTOR MUST ALLOW OWNER SUFFICIENT TIME TO
: : e 0 L R | . TRANSFER WATER SERVICES FROM EXISTING WATER MAIN TO
S : T ' - : ) i 1 TEMPORARY WATER SERVICES INSTALLED BY CONTRACTOR
c|s’ == 3 h : 0 E ’ . AND TO TRANSFER SERVICE TO NEW WATER MAIN/SERVICE
. LINE UPON SUCCESSFUL TESTING OF SAMPLE FOR ABSENCE
INSTALL 6" CUT IN VALVE

- = ' : ' : . | OF BACTERIA. THE CONTRACTOR SHALL NOT CLAIM ANY

- SSUUIPSULASS Sl S - £ I 3 l ' | DELAY-RELATED COSTS OR TIME RELATED TO THIS WORK.
[ [ SPN-SVV029180 g - .

-y CONNECT INTO EXISTING 6” CASTIRON - 4 E & 3 i 757 MAIN ST L

f - - ' 12. REPLACE ALL SERVICES TO BE RENEWED FROM MAIN TO
s o @ } , i P SV2981791A A SPN-SVV029172
. e S B MAE 0 REC SR ] " : 4 et : i SPNSVV029176 ‘RENEW 8 FS* | A man st N 2T ~ © | STREET LINE WITH 1" COPPER PIPING, UNLESS CALLED OUT

" —_— SPN-SVV029178 SV2933419 TO BE REPLACED DIFFERENTLY.
INSTALL 8" GATE VALVE SN SVV075106 SPN-SVV029179 SPN-SVV029184 ' [SPN-SVV029181 247 MAIN ST 745 MAIN ST SV29SP1762 :

— SPN-SVV029187 757 MAIN ST __|761 MAIN ST 753 MAIN ST SV2931137 SV2914506 S ' RENEW? i
INSTALL 8"X6" SWIVEL TEE INSTALL 80' +/- OF 8" DUCTILE IRON WATER MAIN - 765 MAIN ST ; i *RENEW* . o ,
6" GATE VALVE FIELD LOCK GASKETS BETWEEN TEE & HYDRANT : 771 MAIN ST SV2914550 SV29S1790A SV2914507 : SV2914503 *RENEW* } T T § 13. SIDEWALKS MUST REMAIN OPEN AT ALL TIMES OR

CHECKED BY:

DESIGN BY:
WEP

DRAWN BY:
WEP

MAM

DATE:
02/23/2016

6' DI PIPE $V2933822 “RENEW* ‘RENEW 8" Fs* RENEW. N ' ¥ | REASONABLE DETOURS PROVIDED.
NEW HYDRANT ’ INSTALL 8" FIELD LOCK *RENEW* ) 2 . -

e 410
SALVAGE OLD HYDRANT FOR PWD GASKETS BETWEEN HYDRANT - g ':;
TEE AND 12"x8" TEE

: P - Py 14, LOCATIONS OF UTILITIES OTHER THAN WATER ARE

APPROXIMATE, AND NOT ALL UTILITES ARE SHOWN. THE
CONTRACTOR IS RESPONSIBLE FOR LOCATING, SUPPORTING
AND PROTECTING ALL UTILITIES DURING INSTALLATION OF
THE WATER MAIN.

——
Ty

SPN-SVV029189 e/

793 MAIN ST - 3 SPN-SVV029188
SV2914492 e - . 775 MAIN ST

— |

*RENEW* e it ~ |sv2914617 !
- = : _ g TN |*RENEW* ‘|
il : _ : IMain) :

e i . \ '

\ |

i INSTALL 12"x8" MJxMJ TEE] | &
|

fi FOR PHASE Il WORK.
e (SHUTDOWN REQUIRED);
VALVE TO BE REMOVED IN

|

|

| /

|| PHASE lI-INCIDENTAL WORK ITEM.
|

|

PHASE Il -

[INSTALL 12" GATE VALVE] 15.TEMPORARY WATER (INCLUDING SERVICES) SHALL BE

ACTIVE FOR PHASE I AS SHOWN ON THE DRAWINGS BEFORE
= e e e e = === == === = =TT EXISTING WATER MAIN IS TAKEN OUT OF SERVICE. NEW
MAIN SHALL BE PRESSURE/LEAK TESTED, DISINFECTED AND
J HAVE A SUCCESSFUL TESTING SAMPLE FOR ABSENCE OF

—:-H-
€
i
it
:_'1_
L - K
|
|

e e o e ——

. i
- JINSTALL 10" CUT-IN VALVE 1|_
|
|
|
|
|
|

~ PHASE Il

|
il
LA
|
|
-

10 " CAST 1922

S il : N ey ; . &= "1 _ , . —T— | BACTERIA BEFORE PHASE II MAY COMMENCE. LAYOUT OF
e oo _ T — l — $ . N e . % -~ - | TEMPORARY WATER (INCLUDING SERVICES) FOR PHASE 11
= e s - SPN-SVV029185 ) El e 4 ) | i >y e - - CAN OCCUR CONCURRENTLY WITH PHASE I WATER MAIN
- . - i 762 MAIN ST AN vy 24 SPN-SVV029174 s i .
INSTALL 12'x12" MIXFL TEE T — $V2931901 - g L | INSTALL 12'X6" SWIVEL TEE 2 T L Sy 2NTs - g 738 MAIN. ST : 3~ - | REPLACEMENT WORK. A SILMILAR SCHEDULE IS REQUIRED
> 12% GATE VALVE [ INSTALL 8" FIELD LOCK GASKETS BETWEEN \[' o 6" GATE VALVE . Jaoman ST QK T | =% SV29SP587 3 : | FOR PHASE 111
‘ 3 \r— =t 3 o "|HYDRANT TEE AND 12"x8" TEE 16" 1 i : " . . 1 : * " * - - i el '
INSTALL 20’ +/- OF 12" DUCTILE IRON WATER MAIN] AN s ; B z = . T NEW HYDRANT a o \preers NI RECONNECT” | iix e I : enez sl e o
= -l - Lo irf 1 o e o " " : - - J INSTALL 15' +/- OF 8" DUCTILE IRON WATER MAIN = i il I":‘ u 'r:"'- M 1 | . L W - 2 . il i - _' - e 16. THERE IS A CONCRETE SLAB UNDER THE PAVEMENT ON
CONNECT INTO EXISTING 12" CASTIRON | \ g R L e e R e '-- REMOVE EXISTING HYDRANT | o - e - ‘8| | MAIN STREET. THE CONCRETE REMOVED WILL NOT BE
WATER MAIN WITH 12" SLEEVE 4 o B ot A L R el A : . \?ﬁ#‘gg%&::ﬁﬁ?g’;‘_s |58v ECAST'RON i 8" GATE VALVE AND SALVALVE FOR PWD REPLACED.
o | —- —" : T z L 5 - il S i 7 L K T F
4 i EHE
INSTALL 12 CUT INVALVE] ;
(SHUTDOWN REQUIRED) |*=

=

N

o LEGEND

%

-

2 _ : | : .
e . b Sl . ) g e — EXISTING WATER MAIN
3 Rt == . . i ]

ASSET MANAGEMENT AND PLANNING DEPARTMENT
225 DOUGLASS STREET, PORTLAND ME 04104

(207) 774-5961 « WWW.PWD.ORG

cmm

.
9,
=
e
D
Q
-
¢
o
2
L=
c
L
t
O
o

mmmmmm PROPOSED WATER MAIN

(Ormcmcmcecwcmc= TEMPORARY WATER MAIN

i

o>-=-=---- PROPOSED/RENEWED SERVICE

(0———— RECONNECT SERVICE

PROPOSED MAINS SHEET:

1"=40" 20F6




| NOTES PROJECT:
o b a 1. CONTRACTOR SHALL DISPOSE OF ALL EXCAVATED PIPING

AND APPURTENANCES. 330277

2. ALL MAINS AND SERVICES SHALL BE INSTALLED WITH 5.5'
OF COVER MEASURED FROM PROPOSED ROAD GRADE UNLESS
OTHERWISE APPROVED BY A PWD REPRESENTATIVE.
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"-3 - | 3. THE PORTLAND WATER DISTRICT WILL NOTIFY CUSTOMERS
g‘” FOR ALL WORK INVOLVING TEMPORARY SHUT DOWN OF
SERVICE. CUSTOMERS MUST RECEIVE AT LEAST 48 HOURS
NOTIFICATION PRIOR TO ANY SHUT DOWN. THE DISTRICT
MUST RECEIVE NOTICE FROM THE CONTRACTOR OF THE
SHUT DOWN AT LEAST 48 HOURS PRIOR TO CUSTOMER
NOTIFICATION.

697 MAIN STREET
NEEDS TEMP WATER

4. ALL DUCTILE IRON PIPE AND FITTINGS SHALL BE POLY-
WRAPPED PER SPECIFICATIONS.

L "SIINSTALL 2" TEMP BLOW OFF
i = —_

12 " DI 1988

5. THE COST OF PROVIDING TEMPORARY WATER SERVICE TO
THE BUILDINGS INDICATED ON THE PLAN SHALL BE AN
INCIDENTAL COST FOR WHICH SEPARATE PAYMENT WILL NOT
BE MADE. IF PROPERTIES REQUIRING A TEMPORARY WATER
CONNECTION HAVE MALFUNCTIONING SILLCOCKS OR NO
EXTERIOR PLUMBING, IT MAY BE NECESSARY TO EXCAVATE
AND CONNECT INTO THE EXISTING SERVICE LINE BEHIND
THE EXISTING SHUT-OFF VALVE TO PROVIDE TEMPORARY
SERVICE.

- 6. PROVIDE TEMPORARY MAIN CONNECTION TO HYDRANT

MAIN STREET
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SOUTH PORTLAND, ME

12_D11988 P I USING LL BRASS OR 304 SS ADAPTER, 304 SS NPT TO HDPE
ey - v — Ty — W 12 " p1 2014 ] TRANSITION, AND FLANGED HDPE PIPING TO BRING PIPING
[INSTALL 6 TEMP VALVE] — = &= > ELEVATION FROM HYDRANT PORT TO GRADE. PROVIDE
R e \ r e, . € e il 3 PIPING SUPPORTS/BLOCKING AT FITTINGS. HDPE SHALL BE
[INSTALL 6" TEMP VALVE] ’ e Ay o AWWA C906, SDR 11 WITH IPS FLANGE ADAPTERS AND DI
i R ' - [INSTALL 6" TEMP MAIN ; T, BACKUP RINGS, DIMENSIONS PER AWWA C207. ALL PIPING
» [ wove e ; . / -3 CONNECT 6" TEMPORARY WATER MAIN AND FITTINGS SHALL BE NSF 61.
' INSTALL 8"x6" MJ TEE AND 6" VALVE . ¥, 8. ?. i : —_ TO EXISTING HYDRANT (122) :
FOR TEMP WATER. 6" VALVE TO BE : - W : | 7. PROVIDE FLANGED LL DOUBLE CHECK VALVE BACKFLOW
REMOVED AND TEE PLUGGED UPON | DEVICE, SAME NOMINAL SIZE AS TEMP MAIN, AT EACH
COMPLETION OF PHASE Ill. ALL WORK HYDRANT CONNECTED TO A TEMPORARY MAIN. PROVIDE

AND FITTINGS INCIDENTAL TO TEMP

FLANGED RESILIENT SEATED GATE VALVES FOR ISOLATION,
AND PROVIDE UPSTREAM AND DOWNSTREAM TAPS. REMOVE
BACKFLOW ONLY UPON OWNER’'S REQUEST AND PROVIDE
FLANGED HDPE REPLACEMENT SPOOL PIECE. HDPE SHALL BE
AWWA C906, SDR 11 WITH IPS FLANGE ADAPTERS AND DI
BACKUP RINGS. FLANGE DIMENSIONS PER AWWA C207. ALL
PIPING AND FITTINGS SHALL BE NSF 61. PROVIDE
DOCUMENTATION OF ANNUAL INSPECTION BY A PERSON
CERTIFIED BY THE NEW ENGLAND WATER WORKS
ASSOCIATION OR AMERICAN BACKFLOW PREVENTION
ASSOCIATION.

T, . 684 MAIN STREET T _ - 33
; NEEDS TEMP WATER) S .. :

e -

1
6" CASTCI1952
e
N
LS

8. INSTALL 4” TEMPORARY FIRE DEPT CONNECTION (TYP.), 4"
GATE VALVE, 90° ELBOW, RISER PIPE, 90° ELBOW, AND 4-'>"
NPT STEAMER PORT CONNECTION WITH CAP. ALL JOINTS TO

BE RESTRAINED. STEAMER PORT, RISER AND TEE TO BE
ANCHORED TO THE GROUND. OUTLET TO BE BETWEEN 1" AND
2’ OFF THE GROUND.

9. REMOVE ALL OLD PIPING NOT EXPLICITLY CALLED OUT FOR
ABANDONMENT.

/
10. TEMPORARY WATER SYSTEM SHALL ONLY BE ACTIVE N gooor i‘ii ,é’g
BETWEEN APRIL 15TH AND OCTOBER 15TH. ALL WATER MAIN, ¢ o
EXISTING AND TEMPORARY MAINS EITHER EXISTING OR NEWLY INSTALLED, MUST BE ACTIVE @i%%“:‘:
1" =40" BETWEEN OCTOBER 16TH AND APRIL 14TH. ALL 4" DIAMETER 8 28g:
, , & LARGER TEMPORARY WATER LINES MUST BE BURIED WHEN & a;g? £
e o ey CROSSING STREES, DRIVEWAYS & SIDEWALKS. Fos
2 e °°oao°°°°°? \‘\\
11. CONTRACTOR MUST ALLOW OWNER SUFFICIENT TIME TO F RO
TRANSFER WATER SERVICES FROM EXISTING WATER MAIN TO ks
TEMPORARY WATER SERVICES INSTALLED BY CONTRACTOR -
AND TO TRANSFER SERVICE TO NEW WATER MAIN/SERVICE
LINE UPON SUCCESSFUL TESTING OF SAMPLE FOR ABSENCE
OF BACTERIA. THE CONTRACTOR SHALL NOT CLAIM ANY
DELAY-RELATED COSTS OR TIME RELATED TO THIS WORK. .
sz B g
12. REPLACE ALL SERVICES TO BE RENEWED FROM MAIN TO @m @ A =
STREET LINE WITH 1" COPPER PIPING, UNLESS CALLED OUT z =z 4 a
[ 1ias TO BE REPLACED DIFFERENTLY. =5 2, Op g
SPN-SVV029169 = Ou Yo =35
19 MAIN ST 715 MAIN ST 13. SIDEWALKS MUST REMAIN OPEN AT ALL TIMES OR 0= 0= U= 0o

SV2914505 SV29SP368

*RENEW* *RENEW* REASONABLE DETOURS PROVIDED.

14. LOCATIONS OF UTILITIES OTHER THAN WATER ARE
APPROXIMATE, AND NOT ALL UTILITES ARE SHOWN. THE
CONTRACTOR IS RESPONSIBLE FOR LOCATING, SUPPORTING
AND PROTECTING ALL UTILITIES DURING INSTALLATION OF
] THE WATER MAIN.

A
12 " DI 1983/}

5. i AP

=
| i

W o \ S \r
‘ . i ot

15.TEMPORARY WATER (INCLUDING SERVICES) SHALL BE
ACTIVE FOR PHASE I AS SHOWN ON THE DRAWINGS BEFORE
EXISTING WATER MAIN IS TAKEN OUT OF SERVICE. NEW
MAIN SHALL BE PRESSURE/LEAK TESTED, DISINFECTED AND
HAVE A SUCCESSFUL TESTING SAMPLE FOR ABSENCE OF
BACTERIA BEFORE PHASE II MAY COMMENCE. LAYOUT OF
TEMPORARY WATER (INCLUDING SERVICES) FOR PHASE II
CAN OCCUR CONCURRENTLY WITH PHASE I WATER MAIN
REPLACEMENT WORK. A SILMILAR SCHEDULE IS REQUIRED
FOR PHASE III.

INSTALL 12" CUT IN VALVE
INSTALL 12" DI WATER MAIN (SHUTDOWN REQUIRED)
6' OFF CURB LINE

L]

" =u

P AR A AN e e ey s

; — M _ T 10g'CAST™1922= = = - == = - - =

- - |INSTALL 1" AIR VALVE m

- —

tL CONNECT INTO EXISTING MAIN BY
REMOVING REDUCER AND INSTALLING

12" GATE VALVE

: =

=
o ; SPN-SVV029168 i
i 700 MAIN ST

| SV29SP1421
*RENEW 8" FS*

16. THERE IS A CONCRETE SLAB UNDER THE PAVEMENT ON
MAIN STREET. THE CONCRETE REMOVED WILL NOT BE
REPLACED.

~ |INSTALL 12"X6" SWIVEL TEE} .
- |6" GATE VALVE 4
6" DI PIPE
NEW HYDRANT

SPN-SVV029167] ;*
690 MAIN ST
SV2914498

*RENEW*

'|REMOVE EXISTING HYDRANT
AND VALVE AND SALVAGE FOR PWD

LEGEND

= EXISTING WATER MAIN

ASSET MANAGEMENT AND PLANNING DEPARTMENT
225 DOUGLASS STREET, PORTLAND ME 04104

(207) 774-5961 « WWW.PWD.ORG
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= mmmmm PROPOSED WATER MAIN

(Ormcmcmcecwcmc= TEMPORARY WATER MAIN

8 "' DI 1980

o>-=-=---- PROPOSED/RENEWED SERVICE

rj.'r': I
' S (D———— RECONNECT SERVICE

PROPOSED MAINS SHEET:

1"=40" 3 OF6
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NOTES
1. CONTRACTOR SHALL DISPOSE OF ALL EXCAVATED PIPING
AND APPURTENANCES.

2. ALL MAINS AND SERVICES SHALL BE INSTALLED WITH 5.5'
OF COVER MEASURED FROM PROPOSED ROAD GRADE UNLESS
OTHERWISE APPROVED BY A PWD REPRESENTATIVE.

3. THE PORTLAND WATER DISTRICT WILL NOTIFY CUSTOMERS
FOR ALL WORK INVOLVING TEMPORARY SHUT DOWN OF
SERVICE. CUSTOMERS MUST RECEIVE AT LEAST 48 HOURS
NOTIFICATION PRIOR TO ANY SHUT DOWN. THE DISTRICT
MUST RECEIVE NOTICE FROM THE CONTRACTOR OF THE
SHUT DOWN AT LEAST 48 HOURS PRIOR TO CUSTOMER
NOTIFICATION.

4. ALL DUCTILE IRON PIPE AND FITTINGS SHALL BE POLY-
WRAPPED PER SPECIFICATIONS.

5. THE COST OF PROVIDING TEMPORARY WATER SERVICE TO
THE BUILDINGS INDICATED ON THE PLAN SHALL BE AN
INCIDENTAL COST FOR WHICH SEPARATE PAYMENT WILL NOT
BE MADE. IF PROPERTIES REQUIRING A TEMPORARY WATER
CONNECTION HAVE MALFUNCTIONING SILLCOCKS OR NO
EXTERIOR PLUMBING, IT MAY BE NECESSARY TO EXCAVATE
AND CONNECT INTO THE EXISTING SERVICE LINE BEHIND
THE EXISTING SHUT-OFF VALVE TO PROVIDE TEMPORARY
SERVICE.

6. PROVIDE TEMPORARY MAIN CONNECTION TO HYDRANT
USING LL BRASS OR 304 SS ADAPTER, 304 SS NPT TO HDPE
TRANSITION, AND FLANGED HDPE PIPING TO BRING PIPING
ELEVATION FROM HYDRANT PORT TO GRADE. PROVIDE
PIPING SUPPORTS/BLOCKING AT FITTINGS. HDPE SHALL BE
AWWA C906, SDR 11 WITH IPS FLANGE ADAPTERS AND DI
BACKUP RINGS, DIMENSIONS PER AWWA C207. ALL PIPING
AND FITTINGS SHALL BE NSF 61.

7. PROVIDE FLANGED LL DOUBLE CHECK VALVE BACKFLOW
DEVICE, SAME NOMINAL SIZE AS TEMP MAIN, AT EACH
HYDRANT CONNECTED TO A TEMPORARY MAIN. PROVIDE
FLANGED RESILIENT SEATED GATE VALVES FOR ISOLATION,
AND PROVIDE UPSTREAM AND DOWNSTREAM TAPS. REMOVE
BACKFLOW ONLY UPON OWNER’'S REQUEST AND PROVIDE
FLANGED HDPE REPLACEMENT SPOOL PIECE. HDPE SHALL BE
AWWA C906, SDR 11 WITH IPS FLANGE ADAPTERS AND DI
BACKUP RINGS. FLANGE DIMENSIONS PER AWWA C207. ALL
PIPING AND FITTINGS SHALL BE NSF 61. PROVIDE
DOCUMENTATION OF ANNUAL INSPECTION BY A PERSON
CERTIFIED BY THE NEW ENGLAND WATER WORKS
ASSOCIATION OR AMERICAN BACKFLOW PREVENTION
ASSOCIATION.

8. INSTALL 4” TEMPORARY FIRE DEPT CONNECTION (TYP.), 4"
GATE VALVE, 90° ELBOW, RISER PIPE, 90° ELBOW, AND 4-'>"
NPT STEAMER PORT CONNECTION WITH CAP. ALL JOINTS TO
BE RESTRAINED. STEAMER PORT, RISER AND TEE TO BE
ANCHORED TO THE GROUND. OUTLET TO BE BETWEEN 1" AND
2’ OFF THE GROUND.

9. REMOVE ALL OLD PIPING NOT EXPLICITLY CALLED OUT FOR
ABANDONMENT.

10. TEMPORARY WATER SYSTEM SHALL ONLY BE ACTIVE
BETWEEN APRIL 15TH AND OCTOBER 15TH. ALL WATER MAIN,
EITHER EXISTING OR NEWLY INSTALLED, MUST BE ACTIVE
BETWEEN OCTOBER 16TH AND APRIL 14TH. ALL 4" DIAMETER
& LARGER TEMPORARY WATER LINES MUST BE BURIED WHEN
CROSSING STREES, DRIVEWAYS & SIDEWALKS.

11. CONTRACTOR MUST ALLOW OWNER SUFFICIENT TIME TO
TRANSFER WATER SERVICES FROM EXISTING WATER MAIN TO
TEMPORARY WATER SERVICES INSTALLED BY CONTRACTOR

- ] AND TO TRANSFER SERVICE TO NEW WATER MAIN/SERVICE

LINE UPON SUCCESSFUL TESTING OF SAMPLE FOR ABSENCE

'] OF BACTERIA. THE CONTRACTOR SHALL NOT CLAIM ANY

DELAY-RELATED COSTS OR TIME RELATED TO THIS WORK.

‘§ 12. REPLACE ALL SERVICES TO BE RENEWED FROM MAIN TO

STREET LINE WITH 1" COPPER PIPING, UNLESS CALLED OUT
TO BE REPLACED DIFFERENTLY.

13. SIDEWALKS MUST REMAIN OPEN AT ALL TIMES OR
REASONABLE DETOURS PROVIDED.

14. LOCATIONS OF UTILITIES OTHER THAN WATER ARE
APPROXIMATE, AND NOT ALL UTILITES ARE SHOWN. THE
CONTRACTOR IS RESPONSIBLE FOR LOCATING, SUPPORTING
AND PROTECTING ALL UTILITIES DURING INSTALLATION OF

THE WATER MAIN.

15.TEMPORARY WATER (INCLUDING SERVICES) SHALL BE
ACTIVE FOR PHASE I AS SHOWN ON THE DRAWINGS BEFORE
EXISTING WATER MAIN IS TAKEN OUT OF SERVICE. NEW
MAIN SHALL BE PRESSURE/LEAK TESTED, DISINFECTED AND
HAVE A SUCCESSFUL TESTING SAMPLE FOR ABSENCE OF
BACTERIA BEFORE PHASE II MAY COMMENCE. LAYOUT OF
TEMPORARY WATER (INCLUDING SERVICES) FOR PHASE II
CAN OCCUR CONCURRENTLY WITH PHASE I WATER MAIN

] REPLACEMENT WORK. A SILMILAR SCHEDULE IS REQUIRED
4 FOR PHASE III

16. THERE IS A CONCRETE SLAB UNDER THE PAVEMENT ON
MAIN STREET. THE CONCRETE REMOVED WILL NOT BE
REPLACED.
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CONC. THRUST BLOCK

MAIN 2" PLASTIC CAP
2"x1" TEE
BACKFILL WITH 3/4” STONE 2" PLASTIC MAIN

TO TAPER OF GATE BOX
BOTTOM SECTIONS

2” CORPORATION

TOP VIEW

TOP VIEW

N
>_
o
! 3) DEPTH OF BASE PAVEMENT AND GRAVEL SHALL MATCH| O
GREATER OF EXISTING CONDITIONS OR THE DIMENSIONS =
VALVE BOXES i SHOWN. <
(TOP AND BOTTOM SECTIONS) ) . i 4) PAVEMENT LIFTS SHALL BE INSTALLED WITH A UNIFORM
2" GAL. OR PVC PLUG (HAND TIGHT) 27 GAL. OR PVC PLUG S THICKNESS. LIFTS SHALL NOT EXCEED 3" COMPACTED o
2" RESILIENT SEATED 5 SERVICE BOX & ROD Fﬁ ) FESE THICKNESS FOR BASE PAVEMENT. =
GATE VALVE (FIP) I 2" GAL. COUPLING VALVE BOX ] 2" GAL. COUPLING 23rxg 5) TACK COAT SHALL BE SPRAY APPLIED TO THE SAW "
_— VALVE BOXES L XHRZ CUT EDGES OF THE EXISTING PAVEMENT. BROOM
\ ) (TOP SECTION ONLY) (TOP AND BOTTOM SECTIONS) Ao s APPLICATION IS NOT ACCEPTABLE. i
SADDLE W/2” CC THREADS 5" AL THREADED NIPPLE \ <L wogx O
f— : 2" 1" TEE |, — 2" GAL. THREADED NIPPLE 2,0 >
<<
) \ () 2Eot 2
i 2" BRASS ELBOW WITH 1/8" WEEP HOLE y = zZELY —
o = \ ? ~~— | OCATED ON SIDE OF ELBOW BELOW Q= ¥ ¥ ~— 5" 1” BRASS ELBOW WITH 1535 =
IRON PIPE THREADS f 1/8” WEEP HOLE LOCATED i
_J///' \\ 19" BRACS NIPBLE 1”x8” BRASS NIPPLE ON SIDE OF ELBOW BELOW 4 e . L
2” CORPORATION 2"x12” BRASS NIPPLE 1"+8” BRASS NIPPLE IRON PIPE THREADS 0 E — - - 12 L
< —
SIDE VIEW SIDE VIEW - %
O
L e
- PIPE =
- - - - wm
SIDE-ARM_ BLOW-=0FF SIDE—ARM BLOW-OFF & <
4 & LARGER MAINS 2 MAIN ! |
oo BELL HOLE
STANDARD SERVICE BOX AN s
) C:N TO WITHIN 4" OF COVER sy 7
/ \—~__ TYPICAL VALVE BOX BASE
(No. 160) OR No. 645 SECTION THRU EARTH TRENCH
BACKFILL WITH 3/4” STONE TO TAPER A oo STANDARD SERVICE ROD NOTE: IF DEAD END WITH
OF GATE BOX BOTTOM SECTIONS IS USE 3/4” ANGLE BALL VALVE N TEE, THRUST BLOCK WOULD
SLIP JOINT END WITH PUSH 2”7 X 12” BRASS NIPPLE GO W/ T”ﬁPfﬂINLET )<;PLUG BE REQUIRED OR AS DIRECTED FOR STATE ROADS
' BY THE ENGINEER
oN PLUG om PLANEND N /2" 5mass 50" uoow Wi 1/67 WP ol ¢
p . / b 4 > s G . N .
RETAINER GLAND AIR VALVE BOX IS & SPEED LIMITS >35MPH 6 1/2' FROM EDGE OF
/ K TO BE BACKFILLED SHOULDER OR FACE OF CURB. FOR SPEED
[ g RON PIPE W/ TOP SECTION WITH 3/4” CRUSHED LIMITS <35MPH 3' FROM EDGE OF SHOULDER OR
N [FL 1O | e 2a S STONE FROM SPRING , | 1" FROM FACE OF CURB.
oy LINE TO SHOULDER |
o RESILIENT SEAT OF BOX | FOR CITY OR TOWN ROADS
S — X CATE VALVE USE 3/4” BRONZE Y2y CHECK WITH MUNICIPALITY FOR REQUIREMENTS
2" X 12" BRASS NIPPLE CORP., C.C. INLET .
THREAD AND 1" IRON/ [&¥ Ko _'
TOP VIEW ‘)
' AN NANAN FLANGE TO FINISH GRADE
Q 0.,’/ Z UNDISTURBEE/\ IODNINN DISTANCE IS CRITICAL FOR
2" GALV. COUPLING / ’ SOIL KEEP CONCRETE CLEAR TRAFFIC BREAKAWAY FEATURE
W/ P.V.C. OR GAL. SAND/GRAVEL OF PIPE JOINT AND BOLTS 2"—4” TYP. TO WORK PROPERLY
PLUG (HAND TIGHT) 2” MIN. — 67 MAX. 1
1 TYPICAL AIR VALVE (1°) STANDARD TEE BLOCKING - N, |
UALVE BOXES = T UNDISTURBED SOIL\ - "
| | ” N <<
2" GALVANIZED < — CONCRETE BLOCKING X . -
| § N
(TOP AND BOTTOM SECTIONS) | /THREADED NIPPLE R 3 % -
2” RESILIENT SEATED | POURED IN PLACE THRUST AL A N o
GATE VALVE | D.I. PIPE W/ SECTION CUT OUT BLOCK OR AS DIRECTED BY > OVERLAP SIDES OF PIPE /¢ WALL OF TRENCH N % HYDRANT BRANCH =
\ | FOR BRACING/TROUGH THE ENGINEER ,/\ (UNDISTURBED) N (NOTE:  ALL GLANDS ON o
|| N R A % © HYDRANT BRANCH SHALL =
. S CONCRETE THRUST BLOCK 9 oy (3 4" 5 = 5 BE RETAINER GLANDS) S
- N/ AS[]RECTED BY THE o Aﬁ.:< UNDISTURBED SOIL 2—18"x12 x4 x3 $"”f-s;f L I R N
) | ~ A RES Qs CONC. WEDGES ‘&4\.‘-; J \J ® z
I — S NS SNXONCAREANEE OR AS DIRECTED XA TIN, H :
UNDISTURBED SOIL // SYTHE ENGINEER g 2
o el &)
\ SEND BOTTOM OF TRENCH s 3
’ > B — kﬂ?.
lég ATI\IEC[))Ml([)\INALS|[[))|EAMoEFTEERLBVCV>5vEP HOLE { HORIZONTAL AND VERTICAL BLOCK|N64;F L | 2
P oW IRON. BIBE THREADS 7 PLANES SHALL BE MANUFACTURED NS JL 2
. 48" MAX. | 5 TOP_VIEW END VIEW INTO HYDRANT BASE N A SRR T SRRAAY
UNDISTURBED SOIL oty anasxet e T 4 0
KEEP CONCRETE CLEAR NOTE: SEE THRUST/RETAINER GLAND G i L CONC. BLOCKE. =" s 4
OF PIPE JOINT, NUTS, SCHEDULE FOR TYPE OF BLOCKING TO i\\'\- NN NN eNeNenene Il 0

STANDARD 2" BLOW OFF

BACKFILL WITH 3/4" STONE 6" OF HBP — 12.5MM
TO TAPER OF GATE BOX
BOTTOM SECTIONS

EXISTING PAVEMENT

ALL PAVEMENT TO BE
SAWCUT AND MACHINE PLACED

CAD FILE: NO CAD FILE

PROJECT NO.: 330277
FIELD BOOK:

SHEET

o OF ©

22" AGG SUBBASE—COURSE—GRAVEL
TYPE "D”

AL LI IILILALILIE 1) REMOVE FULL DEPTH OF PAVEMENT.
S S A 2) REMOVE CONCRETE (EST. DEPTH = 87)

SOUTH PORLTAND,

MAINE

Portland Water District
ASSET MANAGEMENT & PLANNING DEPT.

PORTLAND, MAINE 04104—3553

225 DOUGLASS STREET  P.O. 3553

CHECK:

APPROVED:

DATE:

NTS

SCALE:

AND BOLTS

BE USED ON BENDS

STANDARD BEND BLOCKING

REVISED TRENCH DETAIL
SIDE ARE BLOWOFF DETAILS ADDED

REMARKS

JRS
™

CHKD

JRS

RS

DRWN

TYPICAL HYDRANT

JUL 06

MAY 06

DEC 03

DATE

INSTALLATION DETAIL
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TYPE K COPPER GOOSENECK 0
/
T -
A TAPER CORNERS FROM
\ ,] 3 ,] ” N
e /4 TO 146 TYP. N—
EACH SIDE [ L
1 ’ , <—74 —
FLATTEN TO /4 6l i
<_5 1,7 N\
ONE TO THREE 36” ~5%= % i
SERV"CE TAP THREADS SHOWING 9 \ / [}
A ——"
3/4” AND 17 C.C. THREAD BRASS 1’ FW’*‘
3/ ) COTTER—PIN B | 1% )
I DROP STYLE COVER
/ 6// )
CORPORATION STOP (SEE SPECS.) CORP. STOP SHUT OFF-Z LMAX. 1/8” TOLERANCE EA. SIDE 53—
(TYPE K) COPPER ) SERVICE ROD
1”7 PIPE__[|_
' SCH. 40 ”
_,23/4__
2\ HEAVY DUTY
t FOOT PIECE
FOR1V5 AND 2"
COOSENECK 4" CURB  STOPS
T COVER l ’— —‘
. ” T
SERVICE SADDLE | ~ T e s
(1—1/2 AND 2" C.C. THREAD) ’__T_ TYPE BASE
R/W j _ DJ 6" F(SDEAFNB@%% l WITH BOTTOM LIP
2% ” ' v NUMBERS ARE FOR 5 1/4” BUFFALO VALVE BOXES
i 3 ” '
: FOR 74 AND 1 — 3y =— N L. SBASE SECTION MAY BE 'USED AS INTERMEDIATE SE(%TION)
6 $»‘ =215 CURB STOPS : 5 6l
FLUSH TO 8 g’ . 7"
Y ¥ |SIDEWALK | FINISH GRADE 0% ?,
/SERV'CE BOX SERVICE BOX 00T PIECE BASE SECTION INTERMEDIATE TOP SECTION
v W/ ROD NO. 645 SECTION NO.58 NO.56
/—CURB STOP NOTE : ANY EXTENSION OF SERVICE BOX REQUIRES:
(TYPE K) COPPER - 1) 17 FEMALE IRON PIPE COUPLING
BT cervce on ) 1 FENAE N P VALVE BOX & COVER
PRIVATE TO BE
COPPER OR BRASS ACCEPTABLE (THIS IS TO BE A NON—WELDED, TWO PIECE ARRANGEMENT.
CORPORATION STOP TO PWD SLIP ON ADAPTERS ARE NOT PERMISSIBLE.)
2 A
45'T YEBFEND 45" BEND SLEEVE \
TYPICAL SERVICE CONNECTION 5/8" TO 2" METERS ? % H
2,_4,1 METER BOX 12" MINIMUM
- 1) TO BE INSTALLED AND SUPPLIED BY OWNER $ OFFSET DETAIL
- i 2) MINIMUM 4'—0" DIAMETER CONC. M.H. W/ CEMENT BASE $
M /\ TABS WELDED ON 3) WATER METER TO HAVE 5—6" OF COVER . ’ .
o~ AND IS TO BE SUPPLIED BY P.W.D. #o BEND T A e = 407 BEND
T 4) OWNER IS TO SUPPLY 2 VALVES INSIDE OF PIT D
X G.V. | (MINIMUM SEPARATION OF 2'—0") — =
5) COPPER PIPE REQUIRED THRU METER PIT NOTE: DIMENSIONS APPLICABLE FOR SIGMA COMPACT BENDS. 6" PIPE 8" PIPE 12" PIPE
2 T N FOR TYLER COMPACT BENDS, ADD 1/2° TO "D DIMENSION
O i AND SUBTRACT 1/2" FROM “L" DIMENSION. FOR OTHER H D L D L D L
| 0 FITTINGS REFER TO MANUFACTURER'S RECOMMENDATIONS. T e Toor 7o o eyr [ aoE [ ooz
“ = " COVER PLATE A o L R = T A =Y RS
N BEVEL ']) COVER MUST WEIGH LESS THAN 60 Ibs. 15" v 9—1//2' T 2—11;16" T 10—1;2" T 1—11;16" 2 2—1;2" 3 9—11//16"
- — ” » 16" 1 10-1/2" | 1" 41/8" | " 11=1/2" | 1" 3-1/8" | 2 3-1/2" | 0’ 11-1/8"
X G.V. 1/4" STEEL PLA-I% EDGE 2) MINIMUM SIZE OF COVER WILL BE 28 NOTES: 17 T 11=1/2" | ¥ 5-9/16" | 2 0-1/2" | © 4-9/16" | 2 4=1/2° | 1’ 0-9/16"
— _ _ DIAMETER. : 18: 2', 0:1/2,"' 1',6—_15/1?" 2: 1:1/2"" 1',5—_15/1(,3"' 2: 5:1/2: 1"1—15/153'"
SRICK OR CEMENT CONE 3) IF STEEL PLATE IS USED, TREAT WITH A 1) Meter, Horn & Connections Installed by PWD o e R Y/ U Y/ A =
(AS REQUIRED) COAT OF RUST INHIBITING PAINT. 2) Meter Will Be Read Electronically From Outside of o e e T e e e LS
< Building. Contact PWD if Pre—Wiring is Required. ;iz 2: 2—1/2: > 327216 ;: 3—1/;: > 227116 2’, 11<1>—11/§:: - 12)’ 3”16"
o FINISHED GROUND 3) Meter Must Not Be Permonently "Boxed” Without 25: 2: 7:1§2: 2', 4_—7//8",' 2: s:1§2: 2: 3_—7//8:: 3', 0:1//2:: 1',11_—7//8""
~ , 26" DIA. | Sufficient Access & Room For Future Servicing S R T T T o papm
A A NOTES (36" min. around Meter for Servicing). 2 Y TS R ) R
| | 1) THIS PIT IS TO BE PLACED ON PRIVATE 4) PWD to Supply Meter and Meter Horn. Al Other B R
: PROPERTY NEAR THE STREET LINE. — Materials to be Supplied by Homegwner. 37 3 2-1/2" | 3 23/ | 3 31/2 | 3 1-3/4" | 3 7-1/2" | 2 9-3/4"
= 2) THIS TYPICAL PIT WAS NOT DESIGNED g 5) Meter to be Installed Maximum 18 from Entrance. 33 3 31/2" | 3 4-3/16" | 3 4-1/2" | 3 3-3/16" | 3 8-1/2" | 2 11-3/16"
= FOR ANY TRAFFIC LOAD 6) Only Authorized Personnel Shall Operate Service ;;{: ;j ;f-}g 3 f;,-97{15" gj 2‘1%: 3 ‘;7%{16" ;’1%-11//22"” s gjgz{m'
@ ”» ’ — » ’ ”» ] — ” ’ ”» ’ — ”» ’ »
& DIA. 1 3) THE PIT CAN BE ORDERED THRU OTHERS cure Stop. O o = 7 Ml =i
KVlATRHGESRPEI\SID lnﬁ - cDoE\/TEAFleLSS ES#JCC A Pack Joint to Male Fitting (CPPJ x MIP) 7 e AT E R R S E ST
4) THIS PIT WILL HOUSE UP TO w/ Brass Reducer (recommended) T AT A W =y AR ATV
TWO 5/8”, 3/4”’ OR 'I” METERS 42: 4-', 0—1/2: 4;' 4—7/8"" 4: 1—1/2: 4;' 3—7/8"" 4: 5—1/2: 3: 11—7/8:
, S = =77 = A = = =
Water Tight Seal 45" 4 3-1/2" | 4 9-1/8" | 4 4-1/2" | 4 8-1/8" | 4 8-1/2" | 4 4-1/8"
O GATE VALVES METER Around Pipe p  Ball Valve VA Ball Valve 46 ¢ 4—1;2" 7 10—9//16" 4 5—1;2" g 9—9/}6" g 9—1//2" g 5—9//15"
" - - 47" 4 5-1/2" |4 11-15/16"| 4’ 6-1/2" |4 10-15/16"| 4 10-1/2" | 4 6-15/16"
- K _/( ? 1" Plastic Pipe H..-}X{-.l © er | X 48" £ 6-1/2° | 51-3/8 | 4 7-1/2° | 5 0-3/8" | # 11-1/2" | 4 8-3/8"
By Al : % C—— i 2T G B 1 T 4 RS L AR
e n z 6" Min. n- opper Tipe 517 4 9-1/2 | 5 5-5/8 | 4 10-1/2" | 5 4-5/8 | 5 2-1/2° | 5 0-5/8
_ (@) ||_|-:| 52" 4 10—1;2" 5’ 7—1;16" 4 11—1//2" 5’ 6—1;16" 5 3—1;2" 5’ 2—1;16"
. 1=l 53" 4 11-1/2" 5 8-7/16" 5 0-1/2" 5 7-7/16" 5 4-1/2" 5’ 3-7/16"
_:_ImIEM—m—m—m—m—m—m—m—m—m—m—ﬂéﬂéh Cellar Floor < 547 5 0-1/2" | 5 9-7/8" | 5 1-1/2" | 5 8-7/8" | 5 5-1/2" | 5 4-7/8"
A= =TT == T T T ‘ 55" 5 1-1/2" |5 11-5/16" | 5 2-1/2" |5 10-5/16" | 5 6-1/2" | 5 6-5/16
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